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EDFA Single Channel Gain Module Series

Product Introduction
EDFA-MD/MC series are specially designed for C-band single channel transmission system, and can
be integrated into EDFA card or sub rack according to customer’s application requirements. The MD
series are
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Electric Interface DB25（male） 30PIN（male）

Ordering Information

EDFA -- BA ----

Connector：FC,SC,LC,MU/UPC,APC

Fiber length：1:1m、customer specify

Fiber Dia.：09: φ0.9mm、customer specify

Output Power: 15:15dBm、customer specify

Frame Type: MD:Normal、MC:Compact

EDFA -- LA -----

Connector：FC,SC,LC,MU/UPC,APC

Fiber length：1:1m、customer specify

Fiber Dia.：09: φ0.9mm、customer specify

Output Power: 15:15dBm、customer specify

Related Gain: 25:25dB、customer specify

Frame Type: MD:Normal、MC:Compact

EDFA -- PA ------

Connector：FC,SC,LC,MU/UPC,APC

Fiber length：1:1m、customer specify

Fiber Dia.：09: φ0.9mm、customer specify

Bandwidth@0.5dB: 0.8:0.8nm、0.4:0.4nm、00: without filter

Center Wavelength: 1550.12:1550.12nm、N: without filter

Related Gain: 25:25dB、customer specify

Frame Type: MD:Normal、MC:Compact


